1a

1a. Envuelva con teflén un
nipple macho de 1/2” en
ambos extremos

(no incluido).

2. Enrosque el nipple en la
entrada de agua del
calentador.

4. Deje que el agua fluya
por 10 segundos. Coloque
la ducha.

1b

COMO INSTALAR SU CALENTADOR DE AGUA DE DUCHA

1b. Envuelva con teflén la
rosca de salida de agua
caliente del calentador.

3. Enrosque el calentador
en la tuberia de la pared.
Fije el calentador con una
llave inglesa ajustable.

ENSAMBLADO EN PUERTO RICO POR MAREY CON COMPONENTES AMERICANOS E IMPORTADOS.

5. Conecte el calentador a
una toma de corriente*
localizada a 3.5 pies fuera
del area de la ducha.

*Circuito eléctrico de 30
amperes para uso exclusivo del
calentador. No use extensiones.

MANERA CORRECTA

iINSTALACION FINALIZADA!

o Agua caliente 0 Agua fria

Cuando abra la llave del agua, ésta saldra
caliente al instante.

Regule la temperatura mediante la presién del
agua y/o utilizando el selector de temperatura
en el lateral de la unidad.

I-Te Baja /Il - Temp ura Alta

Garantia de 1 afio en labor y 2 afios en piezas.
Se requiere recibo de compra.

Utilice la ducha incluida en la caja.

Restringir el flujo normal de agua
puede dafar su unidad.
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1a

1a. Wrap both ends of a
1/2” straight nipple with
teflon (not included).

2. Screw one end of the
nipple into the back of the
heater.

4. Turn faucet on and
allow the water run for 10
seconds, then attach the
shower head.

1b

HOW TO INSTALL YOUR SHOWER HEATER

1b. Wrap threads on the
heater output with teflon.

3. Screw the heater onto
the pipe, holding the
heater firmly. Tighten the
heater with an adjustable
wrench.

5. Plug the heater to a
receptacle* 3.5 feet away
from the shower area.

*30 AMP electric circuit for
exclusive use of the heater. Do
not use extensions.

ASSEMBLED BY MAREY CORP. WITH US AND FOREIGN COMPONENTS

CORRECT WAY

INSTALLATION IS NOW COMPLETE
o Hot water 0 Cold water

Once the faucet is turned on, hot water will
come out instantly.

Set the temperature by regulating the flow of
water.

| - Low (summer) / Il - High (winter)

Warranty: 2 years in parts and 1 year in labor.
Purchase receipt is required.

Use the original shower head. Restricting the
water flow could damage the unit.
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